HEIDE-PUMPEN

more than 25 years of experience

EASY-SUB
EASY-MIX

The submersible

utility pump
series

BUREALU VERITAS
Certification

HEIDE-PUMPEN

more than 25 years
of experience

SPECIFICATIONS

Power 0,4 -2,2 kW Power 0,4 -2,2kwW
Temperature 0-40°C Liquid temp. 0-40°C
Liauid nature waste water, droinoge water, up fo 11 mm from Liquid nat waste water, sewage water,
q industrie, community, agriculture 1quic nature and industrial up to 35 mm
Max depth 30m Max depth 30m
o impeller 0,75 - 2,2 kW semi-open - U
=] - - -
2 | M.seal Double mechanical seal, add. Lipseal S 0,4-1,5kW - Vortex - F
=] [ . .
o |8 e |5 Mech seal Double mechanical seal, add. Lipseal
2 & Impeller Vortex-Impeller £ Casing cast iron - EPOXY
i Casing cover | cast iron - EPOXY
IU|<:>|c>e||i cover cast iron Upper cover GG - EPOXY
) Impe - :::;HZ: steel 5 |mpe||er cast iron GG20
g post-oce 2 [Inst.-acc. cast iron - GG 20 - EPOXY
2 |g|Motorside | CA/CE 2 |<|Motorside | CA/CE0,75-2,2 kw
] Q
= [Pumpside | SIC/SIC <[ Pumpside | CA/CEO75-22kW
P = |Pumesice | Sic/sIC 1,5 - 2,2 kw
Type IP 68 for wet installation Type Motor IP 68 for wet installation
s | HEIDE- . = HEIDE- 0,4 kW overheat protector
é Guard-System Automatic HEIDE guard system é Guard-System | 1,5 - 2,2 kW HEIDE guard system
5 Housing stainless steel S | Housing stainless steel
g Shaft stainless steel & | Shaft stainless steel
= Cdble HO7 RN-F (20 m) Ec Cable HO7 RN-F

Application range

e dewatering of construction sites

e drainage systems

e drain cavities, shafts and containers

e circulating and venting of ponds

e connected with HEIDE guide rail system use it as a pump
station removal of water from rivers and ponds

Accessories

e Guide rail system

e Automatic control panel
e Lifting ropes / chains

* Hoses and pipes

Application range

® Drainage

* Sewage water with particles up to 35mm from industry,
community and agriculture

Accessories

Guide rail system
Automatic control panel
Lifting ropes / chains
Hoses and pipes

HEIDE-GUIDE-RAIL-SYSTEM

The HEIDE guide rail system will be installed
where submersible pumps operate stationary.
- Due to the uncomplicated connection to the
| guide rail system an access to the engine shaft
& is not necessary. In case of revisions,
| " maintenance, efc, the pump can be lifted out of
the engine shaft by chain along the guide rail.

The HEIDE guard system integrated in the pump
head protects against overhedting, in case rotor
blocking, uneven phases, voltage fluctuation
and against single-phase running at three-
phased motors.

Operation in accordance with instructions of your energy supply
company.

Caution! The electrical installations must conform to
national and local regulations.

Additional options:  wear-resistant impeller, control systems, pipes,
accessories and hoses

Contents of delivery: pump with cable (20m HO7RN-F)

Please consider our general business conditions.

ALL PUMPS AVAILABLE IN RENTAL FLEET.

The data given, must not be considered binding, Heide-Pumpen reserves the right fo alter and improve
the products at any time, without prior warning.

Am Maibusch 102-106 ¢ 45883 Gelsenkirchen, Germany
Tel.: +49 (0)2 09-9 41 39-0 ® Fax: +49 (0)2 09-9 41 39-99

E-Mail: info@heide-pumpen.de ® Web: http://www.heide-pumpen.de
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Submersible pump for Submersible utility pump
[
dewqtenng for sludge / sewage
Applicable on construction sites and privacy domain in Convincing Arguments:
conveying of rain water and waste water and in drainage S—
of excavations. * Robust, reliable and powerful
To insure a long life and steadily operation of our pumps, e Fully submersible up to 30 meters depth due to absolutely pressure-
only heavy duty components are worn (cast iron and tight cable entry point with strain-relief. . '
stainless steel). * Integrated HEIDE motorguard system, protection against overheating
No pa ts of light-metal, aluminium and plastic are worn. * Protection against voltage fluctuation and overcurrent
* All cast parts with corrosion-resistant powder-coating
* Motor frame, shaft and screws in stainless steel
Convincing Arguments: * Double mechanical seal in an oil bath \ y
S— . : ) * Vortex-impeller or semi open U-type-impeller with embedded
* Robust, reliable, approved industricl ctlohty tungsten hard metal blade
* Fully submersible up to 30 meters depth due to
absolutely pressure-tight cable entry point with
s’rrqin-re|ieﬁ s N\ s p r \
* Integrated HEIDE-motorguard-syst m: LA Flsw EA
prevents motor from burn out,
detects voltage drop and over-current
 All cast parts with corrosion-resistant powder-
coqﬁn$
® Motor trame, shaft and screws in stainless steel
¢ Double mechanical seal in an oil bath
® Resistant impeller
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F-type impeller U-type impeller ; ] q q
Thttayv';rtex igpeller creates a rotating curl Semi-open impe ler embedded with ot (el s Gy Wl
0 200 200 500 and allows pumping fluids with long tungsten hard metal blade Specifications
) ) ﬁb"‘?US materials. The 5°|id5_ do_”Of contact Type Pos | Power | Current | Discharge | Speed Head Capacity |Dimensions| Height  |Weight |length of cable
Capacity [/min the Impe”er and the abrasion is reduced. (kW) (A) mm 1/min max m max |/min & mm mm kg o
F5 W 1 | o4 | 3 5 | 290 | 13 230 227 352 13 20
Specifications Flow 2 |0 5] 52 50 2900 | 15 330 278 457 | 20 20
T)IFe POS Power Currenf Discharge Voh-age qu qu Dimensions Heighf We|ghf Length of cable F] 5 W 3 0,75 5,6 80 2900 ] ] 600 278 457 20 20
Easy-Sub kw A mm (m) | (I/min) | (mm) (mm) | (kg) (m) F20 W 4 |15 9,6 80 2900 1,5 750 388 506 45 20
400 W 1| 04 3.1 50 230V | 125 | 220 227 352 13 20 ulow 5 1075] 52 50 2900 14,5 500 278 457 20 20
500 2 0,75 5,2 50 230V 15 350 245 429 18 20 u20 W 6 1,5 96 80 2900 17,5 900 388 506 46 20
550 W 3 0,75 5,6 80 230V 11 600 278 457 20 20 U330 W 7 2,2 15 80 2900 20 1150 408 530 48 20




