SPECIFICATIONS

[ |
H EI D E Power 0,4-0,75 kW Power 0,4-3,7 kw
Liquid temp. 0-40°C Liquid temp. 0-40°C
- waste water up to 8 mm from industry, - waste water, sewage and sludge up to 56 mm
f H Liquid noture commune and agriculture Liquid nature from industry, commune and agriculture
more than 25 years of experience !
Max depth 30m Max depth 30m
E Mech seal Double mechanical seal, add. Lipseal g Mech secl Double mechanical seal, add. Lipseal
1% 1%
=] 2 .
= . J= 0,75 - 2,2 kW semi open - U
& | Impeller F-Vortex & | Impeller 04 15137 kW Vgrfex F
o Casing 1.4401 stainless steel N Casing 1.4401 stainless steel
E Upper cover 1.4401 stainless steel E Upper cover 1.4401 stainless steel
S | [Impeller 1.4401 stainless steel S | | Impeller 1.4401 stainless steel
'_g Inst.-acc. 1.4401 stainless steel '% Inst.-acc. 1.4401 stainless steel
5} 5}
= =
. e CA/CE 0,75 KU
M.sel Sic/Sic M seal Sic/Sic 1,5- 3,7 KU
T h t ° I Type IP 68 for wet installation Type IP 68 for wet installation
a « | HEIDE .
e s I n ess 2 guard system automatic HEIDE guard system 2 :EL?dE system automatic HEIDE guard system
o = o Housing 1.4401 stainless steel = T Housing 1.4401 stainless steel
Stee se rl es g Shaft 1.4401 stainless steel _fg Shaft 1.4401 stainless steel
= Cabel HO7 RN-F (20 m) = Cable HO7 RN-F (20 m)
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HEIDE GUIDE RAIL-SYSTEM

| The HEIDE guide rail system will be installed

.d, where submersible pumps operate stationary.
| " Due to the uncomplicated connection to the
| guide rail system an access to the engine
shaft is not necessary. In case of revisions,
maintenance, etc, the pump can be liffed out
of the engine shaft by chain along the
guide roi?.

HEIDE-PUMPEN

BUREAL VERITAS
Certification

more than 25 years
of experience
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Operation in accordance with instructions of your
energy supply company.

Caution! The electrical installations must conform to
national and local regulations.

Additional accessories: impeller, control systems, pipes,
accessories and hoses

HEIDE-PUMPEN

more than 25 years Contents of delivery: ~ pump with bare cable end

of experience

(20m HO7RN-F)

Please consider our general business conditions.

ALL PUMPS AVAILABLE IN RENTAL FLEET.

The data given, must not be considered binding, Heide-Pumpen reserves the right to alter and improve
the products at any fime, without prior warning.

HEIDE-PUMPEN AA
oL 125 013 09:5 41 390« F 40 (012 095 41 3999 ~4 HEIDE-PUMPEN

E-Mail: info@heide-pumpen.de ® Web: http://www.heide-pumpen.de

more than 25 years of experience



NEO 400 - 500

NEO 5 - 35

The in stainless steel dewatering pump
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F-type impeller
The vortex impeller creates a rotating curl and allows
pumping fluids with long fibrous materials. The solids =
do not contact the impeller and thus the abrasion is > 10
reduced. 3
I
r ) z
3 4
0 500 1000
. J . .
U-type impeller Capacity |/min
Semi-open impeller embedded with tungsten hard metal blade
Specifications
Type Pos | Power | Current | Discharge | Speed | Head | Capacity | Dimensions| Height Weight | Solid pass. | Length of cable
(kw) (A) mm 1/min | max m | max |/min @ mm mm kg max mm m
F5W** 3 0,4 3,4 50 2900 9 280 228 410 14 35 20
F5D** 3 0,4 1,3 50 2900 9 280 228 410 14 &5 20
FIOW™** | 4 | 0,75 | 5,2 50 2900 13 350 228 410 16 35 20
F10D ** 4 | 0,75 1,9 50 2900 13 350 228 410 16 35 20
F35D** 7 | 37 7,5 80 2900 22 1250 453 572 47 56 20
u20D**| 5 1,5 3,4 80 2900 16 810 441 538 38 37 20
Uu3oD*™ | ¢ | 22 | 50 80 2900 | 21 1100 441 563 41 40 20

The submersible dewatering pump 2
in stainless steel
Applicable in industry and community, for
extraction of corrosive media, dewatering of
construction sites, shafts, ponds, drainage systems
and boxes. E 10
3
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The pump is completely made of stainless steel and designed * >
for using where gray iron is overstrained.
The HEIDE guard system protects the pump in case of blocking,
voltage fluctuation, long dry running and single-phase operation i ool e
at 400 V motors. A
) ) Capacity |/min

The submersible pump of stainless steel for sludge.
(400 D \ (500 D \

HEIDE-PUMPEN

more than 25 years
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Specifications
Type Pos | Power | Current | Discharge | Speed | Head Capacity | Dimensions| Height | Weight | Solid pass.|Length of cable
NEO (kW) | (A) mm 1/min | maxm | max |/min @ mm mm kg max mm m
400 W * 11 04 3,4 50 2900 10 280 214 350 14 5 20
400 D ** 1 0,4 1,3 50 2900 10 280 214 350 14 5 20
500 W * 2 (075 | 47 50 2900 14 370 230 398 17 8 20
500 D ** 2| 0,75 1,8 50 2900 14 370 230 398 17 8 20
Submersible pumps:  * single phase  ** three phase

** sludge pump with F-type-impeller single- and 3 phase
*** sludge pump with semi-open U-type-impeller single and 3 phase

Caution! The electrical installations must conform to national and local regulations.




